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CONSTRUCTION DETAILS

D.INSTALL 2 IN. SCHEDULE 80 POLYVINYL
CHLORIDE ELECTRICAL CONDUIT - SLOTTED.

F. INSTALL 6 FT. X 30 FT. QUADRUPOLE (3-6-3) TYPE
|LOOP DETECTOR ENCASED IN /4 IN. FLEXIBLE TUBING.

G. INSTALL TIN. LIGUID-TIGHT FLEXIBLE NON-METALLIC
ELECTRICAL CONDUIT (DETECTOR WIRE SLELVE)

H. INSTALL HANDHOLE.

K. INSTALL [ IN. ELECTRICAL CONDUIT- GALVANIZED
SLEEVE. _

L. INSTALL 2 IN. SCHEDULE 80 POLYVINYL
CHLCRIDE ELECTRICAL CONDUIT -~ TRENCHED.

P. INSTALL MICROLOOP PROBL SET.

S. CAP AND ABANDON EXISTING CONDUIT.

Y. ABANDON EXISTING LOOP DETECTOR.

FF. USE CONTROLLER INSTALLED IN PHASE 1.

GG. USE HANDHOLE INSTALLED IN PREVIOUS PHASE.

HH. USE CONDUIT INSTALLED IN PREVIOUS PHASE.

LL: INSTALL PEDESTRIAN SIGNALS AND PEDESTRIAN PUSH
BUTTONS AND SIGNS ON MAST ARM POLE INSTALLED

‘ IN PHASE 1. RELOCATE TRAFFIC SIGNAL HEADS
AND SIGNS ON MAST ARM A5 SHOWN. .

MM. ABANDON MICRCLOCP PROBE SET INSTALLED
IN PREVIOUS PHASE.
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EASEMENT
. MAINTAIN MICRCLOOP PROBE SET INSTALLED
IN PREVIOUS PHASE.
. MAINTAIN CONDUIT INSTALLED IN PREVIOUS
PHASE.
DINSTALL 127 WHITE PERMANENT PREFORMED
PAVEMENT MARKINGS FCR CROSSWALKS.
ANSTALL 24" WHITE PERMANENT PREFORMED
PAVEMENT MARKINGS FOR STOP LINES.
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